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UCPA UEPA

ucPw UCPG

ucTe UETB

Tapped Base Pillow Blocks

UCPAZ200 (StandardDuty) ---srs-sssresrssrsrrsrsinssssssssnssnsnsssssnassssnsass B11
UEPAZ00 (Standard Duty) ----s-reesssesssssmsmssssiinaasime s sssssanenens B12
UCPW200 (Standard Duly) ----seessessersasmssssmimscinstassssssansc s B13
UCPG200 (Standard Duly) -eerossssemmimmmsismemis e B14
UCTB200 (Standard Duly) s-seeeersessemsanmiomnainas P e B15

UCPA is tapped-base pillow blocks with threaded balt holes in the bottom of the housings.
They are ideal for exact unit positioning and imited space applications. They are avallable
in bothinch and metric bolt-hole dimensions,

NA & UK styles are also available.

UEPA iz a tapped-base pilliow block unit with & specially designed concentric locking collar
that provides 360 degrees of shaft contact. It produces a more concentric lock on the
shaft compared to other locking styles and it functions very well for high speed applications.
UCPW,UCPG are tapped-basa pillow blocks with threaded bolt holes in the bottom of
the housings. They are ideal for exact unit positioning and limited space applications, Thay
are available in both inch and metric bolt-hole dimensions. Drop in replacemant to NBR.

UCTR has the same features thal UCPA doas but with inch-based housing.

UCPH

Pedestal Base Pillow Blocks

UCPH200 (Standard Duty)  «+orerssseremsmeisenunnn I —— RRRR— Bi6

UCPH is a pedestal pillow block unit with an exceptionally high mounting base. It is ideal
for applications where a shouldered shaft could creale intererance with the mounting
surface when using a standard pillow block unit.

UCF NAF
UCFX
UCF3

UCFS MNAFS

4-Bolt Flange Units

UCF200 (StandardDuty) sssssssesssssmssmsssnsssmssrssinsnasssssrsssssnssssssss B17

NAFEW {S‘andard Duw] .......................................................... B‘I a
UEF200 (StandardDuty) weweesssssssmsssiimmnmoimmmsmemsmsn Big
UKF200+H (Standard Duty) sseovssssssssmsmmmsmmmismsmns B20
UCFX00 (MediumDuty) ssesersmmmmmmmmmmnieismsssnsnsn B21
UGCF300 {Heavy Duty) RPN P APPSR RPN |
UCFS300 (HEAVYDULly)  +orreererrrsmmrsrossssnssmnsasssnssssinsnssnssnssnens B23
NAFS200 (Standard Duty)  -ee-reeessevssssssmsmimmsrsans e sasaaesnseass B24

UCFIUCFX,UCF3) is a four-bolt flanga unit with a rigid cast iron housing and two setscrews
in tha innar-ring spaced at 120 dagreas for maximum hotding power and reliability fora
wida variety of applications and operating conditions. UK style is also available.

NAF is a four=bolt flange unit with an sccentric locking collar insar that provides a very
secure grip 1o the shait that becomes even more secure during continued operation. It ks
specifically used for single-direction/non-reversing rotation.













Cylindrical Cartridge Units

UCC200 (StandardDuty)  wersesrsssersssmssmmmemsssinsssssssassssas s B57

UCC s a cartridge unit with two specially designed setscraws in tha inner-ring spaced at
120 degrees for maximum holding power and refiability for a wide variety of applications
and cperating conditions. The cartridge housing allows for precise shalt mounting and
expansicn capability where necessary. UK, NA, UE styles are also available.

Hanger Units
UCH.’QEUU {Elﬂndﬂrﬂl Duty’ ........................................................ 355
UEHAZ200 (StandardDuty)  «oreesrsssmsmmssimmmimmmmisiisasinsas B59

UCHE200 (StandardDuty) ceesessssmmmmmimmmmmimimssnsis: B0

UCHA UEHA,

UCHA UCHE are hanger unit with a threaded-basa for simpla installation on a threaded
pipe mounting configuration. It has two setscrews in the inner-ring spaced at 120 degrees
for maximum holding power and reliability for a wide variaty of applications and operating
conditions.

UEHA is a hanger unit with a threaded-base of simple installation on a threaded pipe
mounting configuration. The insert bearing incorporates a specially designed concentric
locking collar that provides 360 degrees of shaft contact. It produces a more concentric
Iock on the shalt compared to ather locking styles and it functions very well for high spped
applications.

Plummer Blocks
SNEDQ P A PPt 361

SISO oo isssionsbimies ran e SR R S BB2
BEAFBI  ovvovwsnsitnnnnsns basaasbonsn ks sasssnststssnsensssisiessaustissssstsasantansses B4
Sealing OplionNs «+ereasrrmerrimemmmtimiiiss s BE5

SNE00{SNU,.SNG) have separata matched caps and bases. In larger sizes whare plummar
blocks are heavier, this split-block design eases installation. The block can be converted
from fixed to fioat by adding or ramoving the locating rings. A variaty of sealing options
help protect against contamination for highly contaminated environment. Available ina
variety of shaft sizes,

SAF500 is specially designed for heavy load application. It has separate matched caps
and bases. Inlarger sizes where plummer blocks are heavier, this split-block design eases
installation. The block can be converled from fixed to float by adding or removing the locating
rings. Avanety of of sealing options help protect against contamination for highly contarminated
SNG SAF environmant, Availabla in a variety of shaft sizes. This split block is made by rugged cast
iron. Cast ductile iron or cast steel are also available to match a range of industrial
enviranmenis.




























Round Bore Square Bore

Hex Bore Disk Harrow Units

Agricultural/Farm Implement Bearings

Hounﬂ Eo[ﬂ and Squar.a Bora .................................................... 51 39
Hﬁx m'a ............................................................................... BI 40
Disk Harrow LUnits  =-esesssssrsmmmnmiismmisisnississsssssssnssinsassrssssssssnnnnss B141

Round Bore& Square Bore is designed for environments where severe contamination
is present, such as agricultural tillage equipment. Spacially dasigned triple lip seal provides
effective protection against loss of lubricant and entrance of wet or abrasive contaminants.
Awailable with lubrication-required and lubrication-free style,

Hex Bore is designed 1o ba used for outer or inner ring rotation in low-speed, moderately-
loaded applications, primarily in agricultural implements and conveyors. Tolerances of
the hex bore are suitable for mounting on cold rolled hex shafting. Main advantage is ease
of mounting. Except lor axial positioning by adjacent parts, no collars, setscraws or other
locking devices are required fo lock Ihe inner ring to the hex shaft.

Disk Harrow Units - This unit incorporates a triple lips sealed bearing mounted in two

stampings. Available in two basic size groups, one incorporating a 209 and the other a

211 bearing. Both size groups offer these features:

* Dynamic alignment capability { £3° ).

* Shroud effect from close clearance of stamping to inner ring.

* Relubrication,

* Ona unit piece for ease of handling and assembly.

= Fitting flange mates with outer ring milled recess, preventing possibility of outerring
circumfarential movemant.

H AH
HE AHX
HA

MB

gE*

Adapter Sleeves
H200 & H300 & H2300 SEMAEE  wrvorrrmsrromomsaiimssa s smmassssssass smsssssnsasin B142
H3000 & H3100 & H3200 SEMABS «+rrrreasrrssrsnsrsamasiimassresmsnnsisassssssrsnss B143

AH/AHX200(300,2300,3000) SBAES -+ creerrrmmmimmmee B144

AH/AHX2200(3100,3200), ANKM Serigs  oeorsssmsnaa: B145
MB&ALMS B ALL/MS SBIIEE  <ceerocreersmmmsemnmstemsssmmssimnssernssarssranns B146

H2,H3.H23,H32 Series

The H2 H3 H23 adapter series are for use in the tapered-bore UK serigs.
Propar assembly of adapter slaaves can creata excellant holding power on the shaft.

Interchange
Housed Unit And Insert Bearing Intarchange  =---r--eesrsresssmmmssinmmasnnne. B147-148
Inch/Metric Conversion Tablg srrseresssmmmmmmmsnisisssmmsssssmssnssssnsnnsnnns B149

-15-












LDK Thermoplastic Bearing Units
Waterproof series

____— Waterproof housing

— The waterproof sealing system guarantees
protection of the bearing from the external
environment

Special Characteristics

Corrosion resistance, Resistance to food &
liquid contaminants, adapt to frequent
washdowns and Low weight element
helps to meet your particular engineering
demands.

___— Insert Bearings
— To be assembled with chrome steel or
stainless steel insert bearings to meet your
particular budget and performance needs.

The seal is e
held by a
safety ring |

Seal to close space between
bearing and mounting area

19-






®
LDK Ssurface treatment to bearings and housings

Surface treatment to insert ball bearings
Zinc plated insert ball bearings
52100 steel

4-6um thick

Prefix "Z" : Example ZUC205
Black Oxide insert ball bearings
52100 steel ,

Prefix "B" : Example BUC205

Electroless Nickel plated bearing units

Electroless Nickel plated over cast iron, ductile iron and stainless steel

Housings plated with 0.001" thick electroless, high phosphorous(+10%) nickel.
Suffix "NP" Example: P205-NP













Pillow Blocks LDKo

UEP Standard duty,Wider inner ring bearing, Concentric locking

Unit No.

Shaft Dia

Dimensions(mm)

Bolt Size

d

(in)

(mm)

N

N1

(mm)

UEP204
204-12

3/4

20

13

19

M10

UEP205
205-14
205-15
205-16

7/18
15/16
1

13

19

M10

UEP206
206-17
206-18
206-19
206-20

1-1/186
1-1/8
1-3/16
1-1/4

UEP207
207-20
207-21
207-22
207-23

1-1/4
1-5/16
1-3/8
1-7/16

UEP208
208-24
208-25

112
1-9/16

UEP209
209-26
209-27
209-28

1-5/8
1-11/16
1-3/4

UEP210
210-30
210-31
210-32

1-7/8
1-15/16|
2

UEP211
211-32
211-34
211-35

2
2-1/8
2-3/16

UEP212
212-36
212-38
212-39

2-1/4
2-3/8
2-7/16

Notes:1.Grease fittings avaiable at 90° positions.
2. Bearing housing solid base optional,add suffix SB as designation.




























LDK® Tapped Base Pillow Blocks

UEPA Standard duty,Wider inner ring bearing, Concentric locking

Shaft Dia Dimensions(mm)

Unit No. d
(in) | (mm)
UEPA204 20
204-12 | 34
UEPA205 25
205-14 | 778
205-15
205-16
UEPA206
206-17 | 1-116
206-18 | 1.18
206-19 | 1-3/116
206-20 | 1-14
UEPA207
207-20 | 1-1/4
207-21 | 1-5/16
207-22 | 1.3/8
207-23 | 1-7/16
UEPA208
208-24 | 1-172
208-25 | 1-9/16
UEPA209
209-26 | 1518
209-27 |1-11116
209-28 | 1-34
UEPA210
210-30 | 1.7/8
210-31 |1-15/16
210-32 2
UEPA211
211-32
211-34
211-35
UEPA212
212-36
212-38
212-39

G H1

13 1




Tapped Base Pillow Blocks LDKo

UCPW Standard duty,Wider inner ring bearing,Setscrew locking

Shaft Dia Dimensions (mm)
Unit No. d
(in) | (mm)
ucPw201 12
201-8 12
ucPw202 15
202-9
202-10
UCPW203
203-11
UCPW204
204-12
UCPW205
205-14
205-15
205-16
UCPW206
206-17 | 1-1/186
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4
ucPw207
207-20
207-21
207-22
207-23
UCPW208
208-24 | 1-1/2
208-25 | 1-9/16
UCPW209
209-26 | 1-5/8
209-27 |1-11/16
209-28 | 1-34
uUcPw210
210-30 | 1-7/8
210-31 [1-15/16
210-32 2

M G

M8 13




LDK® Tapped Base Pillow Blocks

UCPG Standard duty,Wider inner ring bearing,Setscrew locking

Shaft Dia Dimensions (mm)

Unit No. d

(in) | (mm)
UCPG201 12
UCPG201-8 | 112
UCPG202 15
UCPG202-9
UCPG202-10
UCPG203
UCPG203-11
UCPG204
UCPG204-12
UCPG205
UCPG205-14
UCPG205-15
UCPG205-16
UCPG206
UCPG206-17 | 1-1/16
UCPG206-18 | 1-1/8
UCPG206-19 | 1-3/16
UCPG206-20 | 1-1/4
UCPG207
UCPG207-20 | 1-1/4
UCPG207-21 | 1-6/16
UCPG207-22 | 1-3/8
UCPG207-23 |1-7/16
UCPG208
UCPG208-24
UCPG208-25
UCPG209
UCPG209-26 | 1-5/8
UCPG209-27 [1-11/16
UCPG209-28 | 1-3/4
UCPG210
UCPG210-30 | 1-7/8
UCPG210-31 |1-15/16
UCPG210-32 | 2

M G

M8 14
















4-Bolt Flange Units LDKo

UEF Standard duty,Wider inner ring bearing, Concentric locking

4

[

Shaft Dia Dimensions(mm)
Unit No. d

(in) | (mm)
UEF204 20
204-12 | 34
UEF205 25
205-14
205-15
205-16
UEF206
206-17
206-18
206-19
206-20
UEF207
207-20
207-21
207-22
207-23
UEF208
208-24
208-25
UEF209
209-26
209-27
209-28
UEF210
210-30
210-31
210-32 | 2
UEF211
21132 | 2
211-34 | 2-1/8
211-35 [2-3/18
UEF212
212-36 | 2-1/4
212-38 | 2-3/8
212-39 |2-7116

As A N

12 i 12

14 12

Notes:Bearing housing solid base optional,add suffix SB as designation.






















LDK® 3-Bolt Flange Units

UCFB..A Standard duty,Flange bracket,Inch-based housing,Wider inner ring bearing,Setscrew locking

Shaft Dia Dimensions(mm)

i d

Unit No. e At A N
UCFB201A 12
UCFB201-8A 172
UCFB202A 15
UCFB202-9A
UCFB202-10A
UCFB203A

UCFB203-11A
UCFB204A

UCFB204-12A
UCFB205A

UCFB205-14A
UCFB205-15A
UCFB205-16A
UCFB206A

UCFB206-17A | 1-1/16
UCFB206-18A | 1-1/8
UCFB206-19A | 1-3/16
UCFB206-20A | 1-1/4
UCFB207A

UCFB207-20A
UCFB207-21A
UCFB207-22A
UCFB207-23A
UCFB208A

UCFB208-24A
UCFB208-25A

7.94




3-Bolt Flange Units LDKo

UEFB Standard duty,Flange bracket ,Wider inner ring bearing,Concentric locking

Shaft Dia Dimensions(mm)

i d

Unit No, e Al & N
UEFB204 20
UEFB204-12 314
UEFB205 25
UEFB205-14 78
UEFB205-15
UEFB205-186
UEFB206
UEFB206-17
UEFB206-18
UEFB206-19
UEFB206-20
UEFB207
UEFB207-20 | 1-1/4
UEFB207-21 | 1.5/16
UEFB207-22 | 1-3/8
UEFB207-23 | 1-7/16
UEFB208
UEFB208-24 | 1-1/2
UEFB208-25 | 1-.9/16
UEFB209
UEFB209-26 | 1-5/8
UEFB209-27 [1-11/16
UEFB209-28 | 1-3/4
UEFB210
UEFB210-30 | 1-7/8
UEFB210-31 [1-15/16
UEFB210-32 2

13 " 10













2-Bolt Flange Units LDKo

UEFL Standard duty,Wider inner ring bearing, Concentric locking

Unit No.

Shafl Dia

Dimensions(mm)

d

(in)

(mm)

A

N

UEFL204
204-12

3/4

20

12

UEFL205
205-14
205-15
205-16

718
15116
1

25

16

UEFL206
206-17
206-18
206-19
206-20

1-1/16
1-1/8
1-3/16
1-1/4

UEFL207
207-20
207-21
207-22
207-23

1-1/4
1-5/16

1-3/8
1-7/16

UEFL208
208-24
208-25

1-1/2
1-9/16

UEFL209
209-26
209-27
209-28

1-5/8
1-11/16{
1-3/4

UEFL210
210-30
210-31
210-32

1-7/8
1-15/16
2

UEFL211
211-32
211-34
211-35

2
2-1/8
2-3/16

UEFL212
212-36
212-38
212-39

2-1/4
2-3/8
2-7116

250

Notes:Bearing housing solid base optional,add suffix SB as designation.




LDK® 2-Bolt Flange Units

UKFL+H Standard duty,Tapered bore,Adapter sleeve locking

Shaft Dia Dimensions (mm)

Unit No.

d
Gy Tam) A1 A N

UKFL205+H2305 20
205+HE2305| 3/4
UKFL206+H2306 25
206+HS2306 7/8
206+HA2306
206+HE2306
UKFL207+H2307
207+HS2307
207+HA2307
UKFL208+H2308
208+HE2308
208+HS2308| 1-3/8
UKFL209+H2309
209+HA2309| 1-7/16
209+HE2309| 1-1/2
UKFL210+H2310
210+HS2310| 1-5/8
2104HA2310| 1-11/16.
210+HE2310| 1-3/4
UKFL211+H2311
211+HS2311
211+HA2311
211+HE2311
UKFL212+H2312
212+4HS2312
UKFL213+H2313
213+HA2313
213+HE2313
213+HS2313| 238
UKFL215+H2315
215+HA2315| 2-7/16
215+HE2315| 2-112
UKFL216+H2316
2164HA2316|2-11/16
216+4HE2316| 2-3/4

13 27 16

Notes:Bearing housing solid base optional,add suffix SB as designation.




2-Bolt Flange Units LDKo

UCFLX Medium duty,Wider inner ring bearing, Setscrew locking

Shaft Dia Dimensions (mm) Bolt Size
d
(in) | (mm)
UCFLX05 25
05-13 | 13/16
05-14 | 7/8
05-15 | 15/16
05-16 1
UCFLXO06
06-17 | 1-1/16
06-18 | 1-1/8
06-19 | 1-3/18
06-20 | 1-1/4
UCFLX07
07-21 | 1-5/16
07-22 | 1-3/8
07-23 | 1-7/16
UCFLX08
08-24 | 1-1/2
08-25 | 1-9/16
UCFLX09
09-26 | 1-5/8
09-27 | 11116
09-28 | 1-3/4
09-29 | 1-13/16
UCFLX10
10-30 | 1-7/8
10-31 | 1-15/18
10-32 2

Unit No.

A N (mm)| (in)










LDK® 2-Bolt Flange Units

UCFT Standard duty,Wider inner ring bearing,Setscrew locking

Shaft Dia Dimensions (mm)

Unit No.

d
(in) | (mm) 2 i E

UCFT201 12
201-8 12
202 15
202-9 | 9/16
202-10| s/8
203
203-11

UCFT204
204-12

UCFT205
205-13
205-14
205-15
205-16

UCFT206
206-17 | 1-1/16
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4

UCFT207
207-20 | 1-1/4
207-21 | 1-5/6
207-22 | 1-3/18
207-23 |1-7/16

UCFT208
208-24 | 1-1/2
208-25 | 1-9/16

UCFT209
209-26 | 1-5/8
209-27 1-1116
209-28 | 1-3/4

UCFT210
210-29 1-13/14
210-30 | 1-7/8
210-31 [1-15/14
210-32 2

UCFT211
211-32 2
211-33 |2-1/16
211-34 | 2-1/8
211-35 |2-3/16

Notes:Bearing housing solid base optional,add suffix SB as designation.




2-Bolt Flange Units LDKo

UEFT Standard duty,Wider inner ring bearing, Concentric locking

)

Dimensions (mm)

Unit No,

A N E

UEFT204
204-12
UEFT205
205-13
205-14
205-15
205-16
UEFT206
206-17 |1-1/16
206-18 | 1-1/8
206-19 |1-3/16
206-20 | 1-1/4
UEFT207
207-20 | 1-1/4
207-21 | 1-5/6
207-22 | 1-3/8
207-23 |1-7/16
UEFT208
208-24 | 1-1/2
208-25 |1-9/16
UEFT209
209-26 | 1-5/8
209-27 1-11/16
209-28 | 1-3/4
UEFT210
210-29 [1-13/16
210-30 | 1-7/8
210-31 [1-15/16
210-32| 2
UEFT211
21132 2
211-33 [2-1/16
211-34 | 2-1/8
211-35 |2-3/16

25 . 60

Notes:Bearing housing solid base optional,add suffix SB as designation.

























Take Up Units LDKo

UET Standard duty,Wider inner ring bearing, Concentric locking

Shaft Dia Dimensions(mm)
d

(in) | (mm)
20

H BRI

a4 76 | 89 | 94

25
7/8
16/16
1

76 | 89 | 97

1-1/16
1-1/8

1-3/16
1-1/4

1-1/4
1-5/16
1-3/8
1-7/16

1-172
1-9/16

1-5/8
1-11/186
1-3/4

1-7/8
1-15/16
2

2






















LDK® Flange Cartridge Units

UEFC Standard duty,Wider inner ring bearing, Concentric locking

Shaft Dia Dimensions(mm)
Unit No. d

L H1 A1

(in) | (mm)
UEFC204 20
204-12 | 314
UEFC 205 25
205-14 | 7/8
205-15 | 15/18
205-16 | 1
UEFC206
206-17 |1-1/16
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4
UEFC207
207-20 | 1-1/4
207-21 |1-5/16
207-22 | 1-3/8
207-23 |1-7/16
UEFC208
208-24 | 1-172
208-25 | 1-9/16
UEFC209
209-26 | 1-5/8
209-27 [1-11/16
209-28 | 1-3/4
UEFC210
210-30 | 1-7/8
210-31 [1-15/16
210-32 | 2
UEFC211
211-32| 2
211-34 | 2-1/8
211-35 | 2-3/16
UEFC212
212-36 | 2-1/4
212-38 | 2-3/8
212-39 | 2-7/16

5 7 205

21
















Cylindrical Cartridge Units LDKo

UCC Standard duty,Wider inner ring bearing,Setscrew locking

Shaft Dia
Unit No. d

(in) | (mm)
ucc201 12
201-8 12
uccao2 15
202-9
202-10
uCcC203
203-11
ucc204
204-12
ucc205
205-14
205-15
205-16
uCcC206
206-17 1-11/16
206-18 1-1/8
206-19 1-3/16
206-20 1-1/4
uccao7
207-20 1-1/4
207-21 1-5/16
207-22 1-3/8
207-23 1-7/16
uccaos
208-24 1-172
208-25 1-9/16
UCC209
209-26 1-5/8
209-27 | 1-1116
209-28 1-3/14
ucc210
210-30 1-7/8
210-31 | 1-15/16
210-32 2
ucca1
211-32
211-34
211-35
ucca12
212-36
212-38
212-39
ucca13
213-40




LDK® Hanger Units

UCHA Standard duty,Wider inner ring bearing,Setscrew locking

Shaft Dia Dimensions(mm)
Unit No. d
(in) | (mm)
UCHA204 20
204-12 3/4
UCHA205 25
205-14 718
205-15
205-18
UCHA206
206-17 | 1-116
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4
UCHA207
207-20 | 1-1/4
207-21 | 1-516
207-22 | 1-38
207-23 |1-7116
UCHA208
208-24 | 1412
208-25 | 1-9/16
UCHAZ209
209-26 | 1-5/8
209-27 |1-11116
209-28 | 1-314
UCHA210
210-30 | 1.78
210-31 |1-15/16
210-32 2
UCHA211
211-32
211-34
211-35
UCHA212
212-36
212-38
212-39
UCHA213
213-40

A | Min)| F

40 G3/4




Hanger Units LDKo

UEHA Standard duty,Wider inner ring bearing, Concentric locking

Shaft Dia Dimensions(mm)
Unit No. d
@) | (mm) A M(in) F
UEHA204 20
204-12 34
UEHA205 25
205-14 78
205-15
205-16
UEHA208
206-17 | 11116
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4
UEHA207
207-20 | 1-1/4
207-21 | 1-5/16
207-22 | 1-3/8
207-23 | 1-7116
UEHA208
208-24 | 1172
208-25 | 1-9/16
UEHA209
209-26 | 1-5/8
209-27 |[1-11/16]
209-28 | 1-3/4
UEHA210
210-30 | 1-7/8
210-31 [1-15/16]
210-32 2
UEHA211
211-32
211-34
211-35
UEHA212
212-38
212-38
212-39

40 G3/4




LDK® Hanger Units

UCHE Standard duty,Wider inner ring bearing,Setscrew locking

Shaft Dia Dimensions(mm)

Unit No. d
Gn) | (mm) A3 M E
UCHE201 12
201-8 112
UCHE202 15
202-9
202-10
UCHE203
203-11
UCHE204
204-12
UCHE205
205-14
205-15
205-16
UCHE206
206-17 |1-11/16
206-18 | 1-1/8
206-19 | 1-3116
206-20 | 1-1/4
UCHE207
207-20
207-21
207-22
207-23
UCHE208
208-24 | 1172
208-25 | 1-9116
UCHE209
200-26 | 1%
209-27 |1-1116
200-28 | 1-3/4
UCHE210
210-30 | 178
210-31 |1-15/16
21032 | 2

30
















Plummer Blocks LDKo

Sealing options

FELT SEALING ZF SEALING

TSU SEALING TSA SEALING TAC TACONITE SEALING

0

LS SEALING LS TACONITE SEALING TST TACONITE SEALING

0

U-LOCK SEALING TA SEALING ASNA END PLATE










®
LDK Stamped Steel Housed Units
SAPF200/SAPFT200 Light duty, Eccentric locking, 3-Bolt flange housing

Shal‘} Dia Dimensions(mm)

(in) | (mm) A At d
201 12
201-8 12
202 15
202-10| &8
203 17
203-11
204 20
204-12
205 25
205-14
205-15
205-16
206
206-18( 1-1/8
206-19| 1-3/16
206-20| 1-1/4
207
207-20| 1-1/4
207-21| 1-5/16
207-22| 1-38
207-23| 1-7/16
208
208-24| 112
208-25| 1-9/16
209
209-26| 1-5/8
209-27 [ 1-11/16
209-28| 1-3/4
210
210-30( 1-7/8
210-31 [ 1-15/16
21
211-32| 2
211-34| 2-1/8
211-35| 2-3/16
212
212-36| 2-1/4
212-38| 2-3/8
212-39| 2-7/16

PF208~212 with 4 bolt holes.

Unit No.




®
Stamped Steel Housed Units LDK
SBPF200/SBPFT200 Light duty, Setscrew locking,3-Bolt flange housing

«SBPF200

Slnf; Dia Dimensions(mm)

(in) | (mm) A At
12

12
15
58
17

20

1-1/8
1-3/16
1-1/4

1-1/4
1-5/16
1-358
1-7/16

112
1-9/16

209
209-26| 1-5/8
209-27 (1-11116
209-28| 1-3/4
210
210-30| 1-7/8
210-31|1-15/16
21
211-32] 2
211-34| 2-1/8
211-35| 2-3/16
212
212-36| 2-14
212.38| 2-38
212-39| 2-716

PF208~212 with 4 bolt holes.




LDK® Silver Series

K/U Setscrew/Eccentric locking

U000 Series

Dimensions(mm)

Basic Load Rating kgf

Bearing No.

S

B1

B2

Dynamic Cr

Static Cor

U 000

4

17.5

85

4.60

1.96

U 001

4

17.5

85

5.09

24

U 002

18.5

85

5.58

284

U 003

20.5

9.5

5.97

3.28

U 004

245

1

9.35

5.04

U 005

255

12

10.09

5.83

U 006

265

12

13.23

8.28

K000 Series

Bearing No.

Dimensions(mm)

Basic Load Rating kgf

C

S

ds

Dynamic Cr

Static Cor

K 000

8

4

M3x0.35

46

1.96

K 001

8

4

M3x0.35

5.09

24

K 002

9

M4X0.5

5.58

284

K 003

10

M4X0.5

5.97

3.28

K 004

12

M5X0.5

9.35

5.04

K 005

12

M5X0.5

10.09

5.83

K 006

13

M5X0.5

13.23

8.28



















LDK® Thermoplastic Housed Units

General Information

LDK® Thermoplastic housings are specially designed to meet particular
engineering demand for food, beverage, photo, and the chemical industries. The
maintenance and the corrosion resistance characteristics as well as a low weight
element has proven to stand the hard working conditions for all needed
applications.

LDK® Thermoplastic housing can be delivered with Chrome steel bearing
inserts black oxided inserts or stainless steel inserts for maximum corrosion
resistance.

LDK® Thermoplastic housing are designed to meet important engineering
demand for:

e Frequent washdowns ‘
e Corrosion resistance N N

e Exposure to harsh chemicals e
e Exposure to high humidity '
e Regreasable fittings ﬁo

e Operating temperature -35C to 102C

LDK® thermoplastic housings can be delivered with food approved grease
to any specification. Please contact your local distributor for your grease
specification requirement.

Because of their corrosion-resistant and non-magnetic properties.
LDK® thermoplastic housings are used in a wide variety of industries:

e Food processing

e Canning

e Bottling

e Pharmacy industry

e Chemical processing
e Photo industry

























LDK® Thermoplastic Housed Units

TP-SUEPA Thermoplastic pillow blocks,Tapped base,Stainless steel inserts,
With food grade grease and silicon rubber seal,Concentric locking

PNy

Dimensions(mm)

Unit No.

A

TP-SUEPA204
204-12
TP-SUEPA205
205-14| 7/8
205-15
205-16| 1
TP-SUEPA206
206-17 | 1-1/16
206-18| 1-1/8
206-19 | 1-3/16
206-20| 1-1/4
TP-SUEPA207
207-20| 1-1/4
207-21(1-5/16
207-22| 1-3/8
207-23|1-7/16
TP-SUEPA208
208-24 | 1-112
208-25 | 1-9/16
TP-SUEPA209
200-26 | 1-5/8
209-27 [1-11/16]
209-28| 1-3/4
TP-SUEPA210
210-30 | 1-7/8
210-31 [1-15/1
210-32 21

38

BREAKING POINT OF HOUSINGS(N)
204 | 205 | 206 | 207 | 208 | 209 | 210

8210 | 8540 | 10370 | 12150] 12230/ 12900 | 13850

-
0 6900 | 7010 | 6580 | 8080 | 9100 | 10400 | 11050
+

P
:‘} 2980 | 2850 | 4950 | 8160 | 9800 (10710 | 11360

-»P

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SUEPA204







LDK® Thermoplastic Housed Units

TP-SUET Thermoplastic take up,Stainless steel inserts,With food grade grease and

silicon rubber seal,Concentric locking

Unit No.

Shaft Dia

Dimensions(mm)

d
(in) | (mm)

L1 H

TP-SUET204
204-12

20
3/4

64 88

TP-SUET205
20514
20515
205-16

25

718
15/16
1

64 88

TP-SUET206
206-17
206-18
206-19
206-20

1-1/16
1-1/8

1-3/16
1-1/4

TP-SUET207
207-20
207-21
207-22
207-23

1-1/4
1-5/16
1-3/8
1-7/16

TP-SUET208
208-24
208-25

1-1/2
1-9/16

TP-SUET209
209-26
209-27
209-28

1-5/8
1-11/16}
1-3/4

TP-SUET210
210-30
210-31

1-7/8

210-32

1-15/11
2

MODE OF LOAD

BREAKING POINT OF HOUSINGS(N)

204 | 205

206

207

208

209 | 210

A
voi -
4

=
»
; -9
rd oy de
re

14800 | 15500

15800

16500

17300

18210 | 18860

3930 | 4530

5100

6500

7800

8710 | 9750

8500 (10350

10900

11300

12150

12900 | 13550

40770 145300

46100

44100

42800

44230 | 44880

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SUET204







LDK® Thermoplastic Housed Units

TP-SUEFB Thermoplastic flange bracket,Stainless steel inserts,With food grade grease
and silicon rubber seal,Concentric locking

Shaft Dia Dimensions(mm)
Unit No. d

(in) | (mm)
TP-SUEFB204 20
204-12| 3/4
TP-SUEFB205 25
205-14
205-15
205-16
TP-SUEFB206
208-17
206-18
206-19
206-20
TP-SUEFB207
207-20
207-21
207-22
207-23
TP-SUEFB208
208-24
208-25

Az | Av | A

114 | 312

MODE OF LOAD

205 207
8100 120

9200 11100 11900

2600 2600 200 3100 3300

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SUEFB204




Thermoplastic Housed Units LDKo

TP-SUCTB Thermoplastic pillow blocks,Tapped base,Stainless steel inserts,
With food grade grease and silicon rubber seal,Setscrew locking

>

Shaft Dia Dimensions(mm)
Unit No. d
Ho J

(in) | (mm)

TP-SUCTB201
2018 | 12
TP-SUCTB202-9 | 9/16
202
202-10| 5/8
TP-SUCTB203
203-11
TP-SUCTB204-12
204
TP-SUCTB205-14
205-15
205
20516 1
TP-SUCTB206-17 | 1-1/16
206-18| 1-1/8
206 X ! ; 7/16-14
206-19 | 1-3/16
206-20| 1-1/4
TP-SUCTB207-20 | 1-1/4
207-21 | 1-5/16
207-22 | 1-3/18
207
207-23|1-7/16
TP-SUCTB208-24 | 1-1/2
208-25 | 1-9/16
208
TP-SUCTB209-26 | 1-5/8
209-27 (1-11/16|
209-28 | 1-3/4
209
TP-SUCTB210-30 | 1-7/8
210-31 |1-15/16
210
210-32| 2

12 : . 66

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SUCTB204




LDK® Thermoplastic Housed Units

TP-SUETB Thermoplastic pillow blocks,Tapped base,Stainless steel inserts,With food
grade grease and silicon rubber seal,Concentric locking

Dimensions(mm)

Unit No.

Ho J L

TP-SUETB204-12
204
TP-SUETB205-14
205-15
205
205-16| 1
TP-SUETB206-17 | 1-1/16
206-18| 1-1/8
206 : X : 7/16-14
206-19
206-20
TP-SUETB207-20
207-21
207-22
207
207-23
TP-SUETB208-24
208-25
208
TP-SUETB209-26 | 1-5/8
209-27 [1-11/16
209-28 | 1-3/4
209
TP-SUETB210-30
210-31
210
210-32 2

66

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SUETB204




®

Thermoplastic Housed Units LDK

TP-SSBLF Thermoplastic flange 2-bolt,Stainless steel inserts,With food grade grease
and silicon rubber seal,Setscrew locking

Shaft Dia Dimensions(mm)
Unit No. d

At A

(in) | (mm)
TP-SSBLF203 17

203-11 | 11/16
TP-SSBLF204
204-12 3/4

TP-SSBLF205
205-13
205-14
205-15
205-16

TP-SSBLF206
206-17 |1-1/18
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4

TP-SSBLF207
207-20 | 1-1/4
207-21 [1-5/16
207-22 | 1-3/8
207-23 [1-7T16

TP-SSBLF208
208-24 | 1-1/2
208-25 |(1-9/16

16 18

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SSBLF204




LDK® Thermoplastic Housed Units

TP-SBPY/TP-SAPY Thermoplastic pillow blocks,Chrome or Stainless steel inserts,Narrow inner
ring, Setscrew/Eccentric locking

TP-SAPY205 TP-SBPY205

Dimensions(mm) Bolt Bearing Hou‘sing
¥ No No Weight
a e b | S1|S2]| g w n : 2 (kg)
TP-SBPY205-16 o 114 a7 32 1" 15 10 61 - 75 | 3/8 | PY205 | SB205-16 0.065

TP-SSBPY205-16) 1" 114 87 32 1" 15 10 61 - 75 | 3/8 | PY20S |SSB205-16| 0.065
TP-SAPY205-16 1" 14 87 32 1 15 10 61 315 - 75 | 3/8 | PY205 | SA205-16 | 0.085
TP-SSAPY205-16| 1" 114 87 32 1 15 10 61 315 - 75 | 3/8 | PY205 |SSA205-16| 0.065

Unit No

Notes:Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-SSBPY205-16




Thermoplastic Housed Units LDK®

Accessories:End-covers,Back seal

TP-BS TP-OC TP-CC

Plastic Covers: Open/Close Type (OC / CC)

] 1
. . . .
Shaft diameter Dimensions(mm) 0‘
2 + HE + + 2
]

mm | inch K| N[L|M|D|[B|6D

1 ’\\_:.E\\\\\\ -
12 | % 2|7 |23 5| s5|6]|3 EQT,Il' L
15 | % % 2|7 | 2350|5263 B N SR,

- gl ] ;|

17 | % 2|7 |23 50| s2(|6]|3

: » Flange Units
2 | % 2|7 | 23| 55|63
28 1'% % % 1 37| 7 | 25| 55| 62
30 | 1k 1% 1X% 1% 2|7 |30 (64| 72| 6|3
35 | 1% 1% 1% 1% 47| 7 | 32| 5| 82| 6 | 3
0 | 1% 1% s2| 7 | 3r| 8| 8| 6|3
45 | 1% W 1% 57| 7 | 41| 89| 93 6 | 3
50 | 1% 1% % 2 62| 7 | 47| 94| 98| 6 | 3
55 | 2 2% 2% 67 | 7 | 49| 102| 108 6 | 3
60 | 2% 2% 2%, 2|7 | 48| 16| 16| 68 | 3

« Pillow Block Units

= . BACK SEALS

S.Steel Spring DIM | FOR P T PA HOUSING | FOR F FL FB HOUSING

B U SIZE d b D d b D

BS204 20 3 52 20 6 52

| BS205 25 3 56 25 6 62

BS206 30 3 66 30 6 12

= & = o BS207 35 3 76 35 6 82

BS208 40 3 86 40 6 88

BS209 45 3 90 45 6 93

v BS210 50 3 96 50 6 98

BS211 55 3 107 55 6 108

' BS212 60 3 116 60 6 116

Notes: End caps and back seal could be ordered separately, Ordering example: TP-CC205,TP-OC205, TP-BS205. Upon request
Anti-Bacteria Protection Series is available by adding prefix"AB" as designation.Ordering example:ABTP-OC205




®
LDK Water-Proof Thermoplastic Housed Units
WP-SSBP Water-Proof thermoplastic housed units,Pillow blocks

Dimensions(mm)

Unit No.
Ho | Hi | N

WP-SSBP204
204-12
WP-SSBP205
205-14
205-15
205-16
WP-SSBP206
206-17
206-18
206-19
206-20
WP-SSBP207
207-20 1-1/4
207-21 1-5/16
207-22 1-3/8
207-23 1-716
WP-SSBP208
208-24
208-25

67 17 12

VODEQFLOR) | BREAKING POINT OF HOUSNGS(N)
204 | 205 | 206 | 207 | 208

M,@g" 6473 | 6290 | 5775 | 5817 | 6913

P

6671 | 6681 | 6761 | 6811 | 6911

2569 | 2621 | 2650 | 2790 | 3291

Notes: Anti-Bacteria Protection Series ia available by adding prefix "AB" as designation.Ordering example: ABWP-SSBP204.




®
Water-Proof Thermoplastic Housed Units LDK
WP-SSBFL Water-Proof thermoplastic housed units,2-bolt flange

Dimensions(mm)

Unit No.
Az A1 N

WP-SSBFL204
204-12
WP-SSBFL205
205-14
205-15
205-16
WP-SSBFL206
206-17
206-18
206-19
206-20
WP-SSBFL207
207-20
207-21
207-22
207-23
WP-SSBFL208
208-24
208-25

20

BREAKING POINT OF HOUSINGSIN)
204 | 205 | 206 | 207 | 208

8756 | 8943 | 10132 10234| 14000

8733 |15811)15823( 16211) 16233

2384 | 3876 | 4001 | 4501 | 5079

3 »HP

Notes: Anti-Bacteria Protection Series ia available by adding prefix "AB" as designation.Ordering example: ABWP-SSBFL204.




®
LDK Water-Proof Thermoplastic Housed Units

WP-SSBF Water-Proof thermoplastic housed units,4-bolt flange

Shaft Dia Dimensions(mm)
Unit No. d

(in) (mm)
WP-SSBF204 20
204-12 34
WP-SSBF205 25
205-14
205-15
205-16
WP-SSBF206
206-17
206-18
206-19
206-20
WP-SSBF207
207-20
207-21
207-22
207-23
WP-SSBF208
208-24
208-25

Az At

15 225

BREAKING POINT OF HOUSINGS(N)
204 | 205 | 206 | 207 | 208

NODE OF LOAD

17091)20142{20932| 21690| 22707

8820 | 10350/ 16020| 16560/ 16740

2533 | 3329 | 3922 | 4100 | 4230

Notes: Anti-Bacteria Protection Series ia available by adding prefix “AB" as designation.Ordering example: ABWP-SSBF204.




®
Water-Proof Thermoplastic Housed Units LDK

Accessories:End-Covers,Back seal

Water-Proof Plastic Covers:Open/Close
Type(OC / CC)

Shaft diameter
D Dimensions(mm)

inch b1 | Dz | b2 | D3

e 30 7 | 567

1316 14716 1516 1 35
1-116 1-1/8 1-316 114 40
1-4/4 1.6/16 1381716 45
112 1916 50

BACK SEAL
DIM | Dimensions(mm)
H

D
20
25
30
35
40

Notes: Anti-Bacteria Protection Series ia available by adding prefix "AB" as designation.Ordering example: ABWP-OC205







®
All Stainless Steel Bearing Units LDK
SSUCP..ESB All stainless steel pillow blocks,Solid base housing,Setscrew locking

Shaft Dia Dimensions(mm Bolt .
Unit No. d ) Size v
(in) | (mm)
SSUCP204ESB 20
204-126SB| 34
SSUCP205ESB 25
205-14ESB| 7/8
205-15ESB| 15/16
205-16€ES8| 1
SSUCP206ESB 30
206-17€SB | 1-1/16
206-18ESB | 1-1/8 429 165 121 48 17 21 18 82 38.1 159 M12 149
206-19ES8B | 1-3/16
206-20ESB | 1-1/4
SSUCP207ESB 35
207-20ESB | 1-1/4
207-21ESB | 1-5/16 476 167 127 48 17 21 19 92 429 175 M12 1.93
207-22ESB | 1-3/8
207-23ESB | 1-7116
SSUCP208BESB 40
208-24€88| 1-1/2 492 184 137 54 17 22 19 99 49.2 19 M12 226
208-25€S8| 1-9/16
SSUCP209ESB 45
209-26ESB | 1-5/8
209-27ESB |1-11/16
209-28ESB | 1-3/4
SSUCP210ESB 50
210-30ES8| 1-7/8
210-31ES8|1-15/16
210-32eSB| 2
SSUCP211ES8B 55
211-32688| 2
211-34ESB| 2-1/8
211-35€S8B| 2-3/16
SSUCP212ES8 60
212-36ESB | 2-1/4
212-38ESB | 2-3/8
212-39ESB | 2-7/16

333 127 95 38 13 19 15 64 3 127 M10 0.79

36.5 140 105 38 13 19 16.5 70 341 143 M10 0.95

54 190 146 54 17 22 20 108 49.2 19 M12 276

57.2 206 159 60 20 25 22 112 516 19 M16 33

63.5 219 17 60 20 25 23 124 55.6 222 M16 3.08

69.9 238 184 70 20 25 25 137 65.1 254 M16 5.42

Notes:1. Grease fittings also available at 90° positions.
2. Upon request,available with plastic close cap(CC) or open cap(OC) at one end or both ends.
Ordering example: SSUCP204-12ESB CC.
3. Lubricated with food grade grease.

B99






















®
LDK All Stainless Steel Bearing Units

SSUCFL..A All stainless steel flange units 2-bolt and inch-based housing,Setscrew locking

+ Solid Based

Dimensions(mm)
Unit No.

A N

SSUCFL204A
204-12A
SSUCFL205A
205-14A
205-15A
205-16A
SSUCFL206A
206-17A | 1-1116
206-18A | 1-1/8
206-19A | 1-3/16
206-20A | 1-1/4
SSUCFL207A
207-20A | 1-1/4
207-21A | 1-5/16
207-22A | 1-38
207-23A | 1-7116
SSUCFL208A
208-24A | 1-112
208-25A | 1-9/16
SSUCFL209A
209-26A | 1-578
209-27A (1-11116
209-28A | 1-3/4
SSUCFL210A
210-30A | 1-7/8
210-31A [1-15/16
210-32A| 2

27 12

Notes:1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUCFL204-12A CC.
2.Back seal is available when mounted with narrow inner ring SSB/SSA inserts.
3.Hand polishing surface housing available upon request. Ordering example SSUCFL204-12A HP
4.Lubricated with food grade grease.













LDK® All Stainless Steel Bearing Units

SSUCFC All stainless steel flange cartridge units,Setscrew locking

Shaft Dia Dimensions(mm)
Unit No. d
) [@m o] | el
SSUCFC204 20
20412 | 3/4
SSUCFC205 25
20514 | 7/18
205-15
205-16
SSUCFC206
20817 [ 1-1/16
206-18 | 1-1/8
206-19 | 1-3/16
206-20 | 1-1/4
SSUCFC207
207-20 | 1-1/4
207-21 | 1-5/16
207-22 | 1-3/18
207-23 | 1-7/16
SSUCFC208
208-24 | 1-1/2
208-25 | 1-9/16
SSUCFC209
209-26 | 1-5/8
209-27 [1-11/16)
209-28 | 1-3/4
SSUCFC210
21030 | 1-7/8
210-31 11516
210-32 2
SSUCFC211
21132 2
21134 | 2-1/8
211.35 | 2-3/16
SSUCFC212
212:36 | 2-1/4
21238 | 2-3/8
212-39 | 2-7/16

Notes: 1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUCFC204-12 CC.
2.Lubricated with food grade grease.







®
LDK All Stainless Steel Bearing Units

SSUCPA All stainless steel pillow blocks tapped base,Setscrew locking

Shaft Dia Dimensions(mm)

Unit No. d
(in) | (mm) A G
SSUCPA204 20
20412 | 34 : 38 13
SSUCPA205 25
20514 | 718
20515 | 1516 : o i
20516 | 1
SSUCPA206

1-1/16
1-1/8
1-3/16
1-1/4

1-1/4
1-5/16

1-38

1-7/16

1-112
1-9/16

1-5/8
1-11/16
1-314

SSUCPA210
210-30 1-78
210-31  [1-15/16
210-32 2

Notes: 1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUCPA204-12 CC.
2.Lubricated with food grade grease.




®
All Stainless Steel Bearing Units LDK

SSUCPA..A All stainless steel pillow blocks tapped base and inch-based housing, Setscrew locking

Shaft Dia Dimensions(mm) Bolt
Unit No. a Size
. mm
Gin) | (mm) A G (mm)
SSUCPA204A 20 -
204-12A | 3/4 g ' 38 13 3 3/8"-16
SSUCPAZ205A 25
205-14A | 718
205-15A | 15/16
205-16A | 1
SSUCPAZ06A
206-17A | 1-1/16
206-18A | 1-1/8 ! 7 : ¥ 7/16"14
206-19A | 1-3/16
206-20A | 1-1/4
SSUCPA207A
207-20A | 1-1/4
207-21A | 1-5/16
207-22A | 1-38
207-23A | 1-7/16
SSUCPA208A
208-24A | 1172 ; . ¥ y 1/2"13
208-25A | 1-9/16
SSUCPA209A
209-26A | 1-5/8 ; ' . . i
209-27A [1-11/16
209-28A | 1-314
SSUCPA210A
210-30A | 1-7/8 i
210-31A [1-15/16 * ‘ . 5/8-11
210324 | 2

13 . . 3/8"-16

Notes: 1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUCPA204-12A CC.
2.Lubricated with food grade grease.




®
LD K All Stainless Steel Bearing Units
SSUEPA..A All stainless steel pillow blocks tapped base and inch-based housing,Concerntric locking

Shaft Dia Dimensions(mm)
d
(in) | (mm)
SSUEPA204A 20

204-12A | 344
SSUEPA205A 25
205-14A | 7/8
205-15A | 15/16
205-16A | 1
SSUEPA206A
206-17A | 1-1116
206-18A | 1-1/8 v ¢ . k 7/16"-14
208-19A |1-3/16
206-20A | 1-1/4
SSUEPA207A
207-20A | 1-1/4
207-21A | 1-5/16 X i : ; 1/2°13
207-22A | 1-3/8
207-23A | 1-7116
SSUEPA208A
208-24A | 1-172 ;i : : : 12713
208-25A | 1-9/16
SSUEPA209A
209-26A | 1-5/8 ; . : ¢ 1/2°13
209-27A |1-11/16
209-28A | 1-3/4
SSUEPA210A
210-30A | 1-7/8 5
s poell Keb A 57.2 140 | 101.6 51 22 526 | 19.0 | 5/8%11 | 3.15
210324 | 2

Notes: 1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUEPA204-12A CC.
2.Lubricated with food grade grease.

Unit No.
A G M

38 13 ; 3/8°-16

13 . . 3/8"-16




®
All Stainless Steel Bearing Units LDK

SSUCFB..A All stainless steel flange bracket units and inch-based housing,Setscrew locking

Shaft Dia Dimensions(mm)
d
(in) | (mm)
SSUCFB204A 20
204-12A| 34
SSUCFB205A
205-14A| 78
205-15A
205-16A
SSUCFB206A
206-17A
206-18BA
206-19A
206-20A
SSUCFB207A
207-20A| 1-1/4
207-21A| 1-5/16
207-22A| 1-38
207-23A| 1-7116

Unit No.

A2 | At | A

Notes: 1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUCFB204-12A CC.
2.Lubricated with food grade grease.




®
LDK All Stainless Steel Bearing Units
SSUEFB..A All stainless steel flange bracket units and inch-based housing,Concentric locking

Shaft Dia Dimensions(mm)

d
(in) | (mm)
SSUEFB204A 20

204-12A| 34
SSUEFB205A
205-14A| 718
205-15A
205-16A
SSUEFB206A
206-17A
206-18A
206-19A
206-20A
SSUEFB207A
207-20A
207-21A
207-22A| 1-3/18
207-23A| 1-7116

Unit No.

Az | At | A

Notes: 1.Upon request,available with plastic close cap(CC) or open cap(OC) at one end. Ordering example SSUEFB204-12A CC.
2.Lubricated with food grade grease.




®
All Stainless Steel Silver Series LDK

SK/SU Stainless steel,Setscrew/Eccentric locking

B1

S,

-

SU000 Series

Shaft Dimensions(mm) Basic Load Rating kgf
Bearing No. d(mm) = =
S | B1 | B2 Dynamic Cr{ Static Cor
SU 000 10 " 17.5 8.5 : . 4.60 1.96
SU 001 12 4 175 8.5 i : 5.09 24
SU 002 15 18.5 8.5 E s 5.58 284
SU 003 17 20.5 95 . ; 5.97 3.28
SU 004 20 6 245 1" i ! 9.35 5.04
SU 005 25 255 12 . 10.09 5.83
SU 006 30 : 26.5 12 g 13.23 8.28

SKO000 Series

Shafl Dimensions(mm) Basic Load Rating kgf
d(mm) o S G Dynamic Cr| Static Cor
SK 000 10 8 - 5 46 1.96
SK 001 12 8 4 : 5.09 24
SK 002 15 9 < A : 5.58 284
SK 003 17 10 b P 5.97 3.28
SK 004 20 12 6 . 9.35 5.04
SK 005 25 12 6 : . 10.09 5.83
SK 006 30 13 . : 13.23 8.28

Bearing No.






















LDK® Bearing Inserts

UE Standard duty,Wider inner ring,Concentric locking

SL TYPE SEAL

TJ TYPE SEAL

Shaft Dia Dimensions (mm) Load rating (KN)
Bearing No. d se l'es [iee Dynamic| Static
(in) | (mm) Cr Cor
UE204 20
204-12 J/4
UE205 25
205-13
205-14
205-15
205-16
UE206
206-17 1-1/16
206-18 1-1/8
206-19 1-3/16
206-20 1-1/4
UE207
207-20 | 1-1/4
207-21 |1-5/16
207-22 1-3/8
207-23 |1-71186
UE208
208-24 | 1-1/2
208-25 |1-9/16
UE209
209-26 1-5/8
209-27 N-11/16
209-28 1-3/4
UE210
210-30 1-7/8
210-31  [1-15/16
210-32 2
UE211
211-32 2
211-33 | 2-1/16
211-34 2-1/8
211-35 |2-3/16
UE212
212-36 2-1/4
212-37 2-5/16
212-38 2-3/8
212-39 | 2-T18

9.5 . . 6.65

M8x1.25













LDK® Bearing Inserts

UD Standard duty, Flush back on both sides.

Dimensions(mm)

S

12

6.0

14

7.0

15

7.5

16

8.0

17

8.5

18

9.0

19

9.5

20

21

22




Bearing Inserts LDK®

UK Standard duty, Tapered bore, Adapter sleeve locking

SL TYPE SEAL

TJ TYPE SEAL

UK200G
Relubricatable type

Dimensions(mm) Basic Load Rating (KN)

B c Dyarnic S&;}c

23 17 14.03 8.05

26 19 : 19.47 1143

20 J 25.69 15.55

21 G 29.51 18.14

22 2 31.85 20.80

24 34.99 23.70

25 . g 29.39

27 ; . 3343

28 J 2 40.01

30 . u 44.82

33 ) 53.34

35 < : 64.54

37
















®
LDK Corrosion Resistant Bearing Inserts

SSB Standard duty, Stainless steel,Narrow inner ring,Setscrew locking,
Factory-Lubed with food grade grease and with silicon rubber seal.

Shaft Dia Dimensions(mm)
d

(in) | (mm)

20
34 18

25

S S1 G

13/16
718
15116
1

1-1/16
1-1/8
1-3/116
1-1/4

1-1/4
1-5/16

1-3/8
1-7/16

1-1/2 5/16-24
1-9/16

1-5/8
1-11/16
1-3/4

M10x1.25
1-7/8
1-15/16
2

M10x1.25
2

2-1/16
2-1/8
2-3118

M10x1.25
2-1/4
2-5/16
2-3/8
2-7116










®
Corrosion Resistant Bearing Inserts LDK

SUK Standard duty, Stainless steel,Taperd bore,Adapter sleeve locking,
Factory-Lubed with food grade grease and with silicon rubber seal.

SL TYPE SEAL

TJ TYPE SEAL

SUK200G
Relubricatable type

Dimensions(mm) Basic Load Rating (KN)
B [ ¢ o
23 17 9 14.0 78

26 19 ; 195 1.2

27 20 3 25.7 15.2

29 21 : 296

30 22 k 318

31 24

36 26

38 27










®
LDK Agricultural/Farm Implement Bearings

Farm implement bearings,Relubricatable type

HEX BORE

Dimensions (mm)/(in.)

Basic load ratings
(N)

Bearing No. Dynarmic | Static
R D Y Cr Cor

A 02 52 .
205NPPB AHO2 14000 7880

208NPPB AH02 ) ' 19500 11200

206NPPB AH04 : 19500 11200

207NPPB AH09 S : 25700 15200

207KPP3 ; 25700

207KPP17 : ; 25700

207KPPB3 ) 25700




®
Agricultural/Farm Implement Bearings LDK
209/211/491 Disk Harrow Units

ROUND BORE(RD)  SQUARE BORE(SQ)

209 Series

Dimensions (mm) Basic lt()'lqd) ratings

Bearing No.
A | F | do N(N1XN2) | Dynarmic | - Static

ST491A 42
ST491A-1
ST491A-11
DHU45R-209 42 13.5X16.7
ST4918B 2135
ST491B-1
ST491B-11
ST209-1 1/8 42 13.5X16.7
ST209-1 1/8-1
ST209-1 1/8-11

37 2135

37

37

211 Series

Basic load ratings
N)

Dimensions (mm)
A | F | do N(N1XN2) | Dynarmic | - Static
DHU55R-211 73
DHUS5R-211-1 7
ST211-1 3/4
ST211-2 3/16
ST211-2 3/16-1 7
DHU40S-211 73
FD211-1 172 . 7

Bearing No.

13.5X15.1

73 2135

13.5X15.1




























CERTIFICATES

Our company has set up the quality system and environmental management
system according to the international standard of IS09001,TS16949 and 1SO14001.

BUREAL VERITAS
Carl&icatian

Certificate of Approval
p—
CHETLAN ARG Mk S A TURING] £, L TE
[ ———
raamanans Crtp, Figpan Freeiece, £

CERTIFICATE OF CONFORMITY OF
ENVIRONMENTAL MANAGEMENT SYSTEM
CERTIFICATION

Corfificany Ve, G0N L2000 ROLF

Quanzhou Deyuan Bearing Manufacturing Co., Lid.

Nips [vcbaniry Pard, Mevli Town, Lunglang Divwicy, (uansdess, Figiion
PRC S50

s im condonmiiy wiil

GRT24001-2004idt 1SO14001:2004) standard

s certilicate i waled 10 e follawing aca

Dhesign, Development, Production and Servicing of
Spherical Ball Bearing, Housing and Rod End Bearing,
Production and Service of Spherical Plain Bearing

and Related Management Activities

| xpieation [haig; 300601 2% 21000 2%

Chira Xissdhidal Conification ady

w igatiass B | by sy Dt (e

Dirocsor: . 0
{r ATl
[ Ty &) i

e b e e
ESOL TS s 2089
ar o ks S e e v m—
=
L - ' 1 v
v my
Yo —_—

CERTIFICATE OF CONFORMITY
OF QUALITY MANAGEMENT SYSTEM
CERTIFICATION

Cordifirnie Vo 000873000 ) TAROAS

Quanzhou Devuan Bearing Manufacturing Co., Lid.

—Nipw Roclusiry Fark, Mevi Tosn Lasyiomg Isrict, (eemhon. Fughon
PRC N
# i@ conlenmity with
GET12000-2008/ 1509000 : 2008 standard

This cemilicmis is valid 1o the fallowiing ancs

Diesipn, Development, Production and Servicing of
Spherical Ball Bearing, Housing and Rod Fod Bearing:
Production and Service of Spherical Plain Bearing

Expriration Date: 200601 292004900 1K

Chima Kinnbidas Conification oy
N 1 gl Bl Cotanryarng Dinbeic, Bt
Nrecior: o~ s,

- 0
1 ATR

CERTIFICATE OF CONFORMITY
OF QCCUPATIONAL HEALTH AND SAFETY
MANAGEMENT SYSTEM CERTIFICATION

Cerriffoae  No. O8] EENRI F RO

Quanzhou Devuan Bearing Manufacturing Co., Lid.
Viper Srsclntry ured, Hesh Favers, Litiirnie Dhistr

e T
PRSI

i3 In eonformily with

GB/T28001-2011 standard

This oorificate i valid 10 the following e

Design, Development, Production and Servicing of
Spherical Ball Bearing, Housing and Rod End Bearing,
Prodduction and Service afl Spherical Mlain Bearing
and Related Management Activities

Iopirstion Diste: 2016.01,29-2009.01.28

 hina Nimhidai Certilicaiion Doy

s, ¥ Mgl Rl Chasying, i, I

Dhrecior A
o2 PR
I It




RELATED PRODUCTS
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